
ASSEMBLY OF SCRATCHING NAILS

1. Place the head of the stud in the head of the installation tool. 
2. Place the tip of the screwed end of the stud on the surface of the tyre or shoes in 
the marked location
3. Applying steady force at right angles to the tyre/shoe screw very slowly into place 
4. Tighten only until the head of the key touches the surface of theTyre/shoe.
5. Check the nails every 1000 km/500 miles and if necessary retighten them.
6. Use the key OFF /OFF 1 to remove the nails. Also for those damaged.

IMPORTANT: IMPORTANT: Do not continue to tighten after the head of the stud touches 
the surface of the tyre/shoe otherwise the screwed portion of the stud will rip out the 
rubber seat of the nail. The nail will be then not work properly, will bend and tend to come 
free.

 

.

ANTI-WEAR SHOES/ SUPERMOTARD BOOTS 

In this case the studs are used not to prevent slipping but the exact opposite, to 
provide protection when sliding supermotard boot on the ash track. It prevents boot 
wear along the sole and does not damage the ash track surface.

RECOMMENDED METHOD OF USE: 

Run the boot in to get the required inclination of the sole, and then mount the nails. The 
number and the position will be decided by you to get the right balance between the 
wear rate and sensitivity of the sole of the boot. The boots can be customized by you to 
get the best balance.

stivale anticonsumo supermotard

NON SLIP SHOES OR BOOTS FOR WORK OR RECREATION 

There are a multitude of situations where we need to walk, jog or work in slippery 
conditions that are a result of rain, mud, snow and ice for example. These difficult 
conditions can affect the footing of both an athlete, a mountaineer, or of a hiker to 
someone who simply has to work on a day to day basis in these conditions. Now there is 
a solution to solve all these problems that is simple, robust and effective.

Correct position 
of the nails

SOLE FOR SUPERMOTARD BOOTS
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heel

RAPID FIT SCREW-IN ICE STUDS

TECHNICAL SPECIFICATIONS OF STUDS

 BestGrip studs have the ability to be installed into any new or used tyre, track or shoe 
whether or not these have stud holes or locations. . Normal, off-road or snow  tyres can 
be used, If ground conditions become slippery  and endanger personnel safety it is not 
necessary to use specialists to install BestGrip studs. This can be done by the consumer 
with simple, fast and economical equipment. 
Tyres or shoes will immediately have an enhanced level of safety and security.  The 
studs may be removed equally easily when not required and reinstalled again in the 
future. It is possible to choose and vary the number of studs that are inserted into the tyre, 
or shoe to suit specific needs and applications.
 

Bestgrip received the “2004 Technology Innovation Award” from Camera di Commercio of Bergamo.

 
Bestgrip presents its patented screw in ice stud with a fast and easy 

installation and removal. An innovative product designed from a simple 
idea that will revolutionize and simplify any difficult situation underfoot.

All Bestgrip’s studs have a durable carbide tip providing maximum grip 
on slippery ground (mud, snow, ice, rocks, grass, roots, etc.  ...)

BESTGRIP SRL - Via Cà dell'Agro, 98 24024 Gandino (Bg)  Italy
EMAIL : info@best-grip.com  -  WEB : WWW.BEST-GRIP.COM  -  TEL. +39 035 745678

THE CHOICE OF  STUDS

The protrusion of the stud chosen is a result given by tyre, and by the planned application 
(competition,off-road, road). We recommend to use shorter studs on the public road , 
whilst off-road longer studs can be utilised. In either case, always use all of the available 
rubber of the tyre tread to install the stud to give greatest support and so the stud can 
work better. Select the tyre, measure the depth of the tread after which it becomes a 
simple calculation as described. On road tyres, you can add 1 or 2 mm to the tread 
measurement for the carcass thickness, while with snow or off-road tyres  you can add 2 
or 3 mm.

FOR THE BEST PERFORMANCE 

Do not use with soft tyres such as those used in competition since they tend to 
disintegrate and lose the studs. There is no need to remove studs that are already 
installed in a traditional studded tyre but you can replace them as and when needed with 
BestGrip studs.  You can put the BestGrip studs into the manufacturer’s provided hole 
(and that took the studs above) or between the tread slots, but the optimal situation in 
each condition is done by mounting the studs in full, in the recommended way, it isn’t  
necessary to use glues. 

OPTIONAL REQUIRED ONLY FOR COMPETITION : Make some holes the same depth 
as the length of the stud using a very sharp drill with a diameter of 5mm, and then fill the 
hole with glue. Clean the stud with solvent, let it evaporate and then insert the stud and let 
the glue dry for at least 48 hours, if possible at a temperature of at least 16 ° Centigrade.

ALWAYS: For the first few miles after the studs have been installed use a very moderate 
speed , then check the status of the nails and reinstall  if necessary (if they have become 
loose or if the glue has not set). In competitive situations check every 30 km/20 miles. All 
BestGrip studs are covered with a black or silver finish through a special treatment 
designed to improve the adherence of the stud to the rubber of the tyre.

Clear Loctite 496 Loxeal 14 Cyberbond 1070/1008
Black Loctite 480 Loxeal 29 Cyberbond 2243

Nails placed correctly Nails placed 
wrong


